
Information about use of the REScheck 
versions 4.2.2, 4.3.0, 4.3.1, and 4.4.0 
  
1.  When designating the applicable code in REScheck, select "Wisconsin 2009". If the 
REScheck software you use does not have the code category "Wisconsin 2009," (Click 
to see example - #1 below) it is not the most current version. That would be true of the 
REScheck-Web and REScheck Package Generation versions. 
2.  If the program fails via UA trade-off you will either have to increase the insulation 
value somewhere in structure or use a higher efficiency appliance if you have not done so 
already.  Note that if the furnace is 95% or higher you may use the building orientation 
values. 

3.  Even though the user can check compliance with the code prior to selecting a 
mechanical system (Mechanical Tab), the user must enter the mechanical system that will 
heat the home (and the system's efficiency), so it may be shown on the energy report 
provided to the inspector. (Click to see example - #2 below)  The only exception would 
for electric resistance and geothermal heat pump systems (these systems are not listed 
under the mechanical tab). For those systems the designer will not select any of the 
systems under the mechanical tab, but would add to the Project Detail a note that this 
other type of heating system is being used. 

Please read the following points about use of the REScheck version 4.4.1.  
1.  When designating the applicable code in REScheck, select "Wisconsin 2009". If the 
REScheck software you use does not have the code category "Wisconsin 2009," (Click 
to see example - #1 below) it is not the most current version. That would be true of the 
REScheck-Web and REScheck Package Generation versions. 
2.  If the program fails via UA trade-off and the program asks you to enter the wall 
orientation values (Click to see example -- #3 below) you can either increase the 
insulation value somewhere in structure to comply with the overall UA trade-off or enter 
the detailed wall orientation values.    

3.  This step is the same used for REScheck versions 4.2.2, 4.3.0, 4.3.1 & 4.4.0. 

 

REM/Rate is a performance method of complying with the energy provision of SPS 
322.  Versions 12.71 and 12.85 are those versions that have the code choice of complying 
with the provision of the April 1, 2009 UDC.  Again, you have to look for the notation 
“Wisconsin 2009” on the compliance report.  

 

 

 



 

 

 

 

Figure #1 

 

 

 

 

 

 



 

 

Figure #2 

 

 



 

 

 
 

Figure #3 
 


